
Bucket Seat Bracket Conversion Installation Instructions

This simple diagram is intended to explain how to 1) layout the brackets, 2) convert/install the 
seat tracks, and 3) attach the assembly to the floor.

1) BRACKET LAYOUT

The arrows point toward the front, indicating the direction of the seat.  The second figure 
shows the complete setup.  Keep in mind that the brackets are more spread out when 
installed.  The outer brackets are interchangeable so long as they slope backward (see first 
figure).  The inner brackets are specific to their side. The shorter section that bends 
downward should face back with the studs facing out.

2) 1962-1964 SEAT TRACK CONVERSION

If you did not purchases the converted seat tracks, you will need to modify your own tracks in 
order for them to work with the floor brackets. THE FLOOR BRACKETS ONLY WORK WITH 
1962-1964 IMPALA BUCKET SEAT TRACKS!

1) First, you will need to straighten the bracket on the inner tack that has a 45 degree 
angle so it can attach to the inner floor bracket (see figures below).

2) You will need to switch the outer seat tracks so that the original outer LEFT now 
becomes the modified outer RIGHT.  You don't need to do any other bending.  That's it.

     ORIGINAL INNER TRACK         MODIFIED

Straighten this bracket



SAMPLE DRIVER'S SIDE SETUP

3) INSTALLING THE BRACKETS TO THE FLOORPAN

The outer floor brackets were manufactured so that they could bolt directly to the floorpan in 
place of the original outer seat tracks.  ONLY the inner seat tracks need to be welded to the 
floor.  We recommend that you do the installation in this order if your seats are already 
upholstered: 

1) Assemble the modified seat tracks to the floor brackets (shown in figure above).
2) Mount this assembly to the bucket seats. 
3) Attach the outer floor bracket to the floorpan to anchor the seat and provide correct 

alignment. 
4) Adjust the INNER seat track and floor bracket assemblies so they match the contour of

the floor and provide the maximum range for the seat tracks (test this out). 
5) Mark the location of the INNER seat tracks.  
6) Remove the seat and detach the INNER floor brackets so you can weld them to the 

floor pan.  Reattach the seat and you're good to go!

Holes for mounting to 
the floorpan


